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FS-Supreme-5ms 
 
 
FS-Supreme-5ms are GC columns coated with a modern silphenylene polymer. The polarity of the Supreme-5ms 
phase is equivalent to a phenyl content of 5 %. Due to the fact that the phenylene groups are integrated into the 
silicone chain, the formation of small siloxane 
rings responsible for column bleeding is 
minimized. Therefore, Supreme-5ms is well-suited 
for use with an MS detector and shows excellent 
quality regarding separation efficiency, sensitivity, 
high temperature stability (up to 360 °C), and 
column bleeding. 
Supreme-5ms is comparable to the following 
columns of other manufacturers: e.g. DB-5ms, 
HP-5ms, Rtx-5 MS, VF-5 MS, SLB-5ms. 
 
Comparison of Retention Indices: 
 RH-5ms SE-54 DB-5ms Supreme-5ms BP5 BPX5 
Benzene 660 681 685 683 667 664 
Butanol 650 664 666 664 665 667 
Pentanone 637 652 654 654 692 697 
Nitropropane 707 731 738 738 743 752 
Pyridine 722 742 750 747 746 750 

 
 
 

FS-SE-54-CB-0.1 
50 m x 0.25 mm ID; df 0.1 μm 
Temp.: 140-320 °C (10 °C/min) 

 
FS-Supreme-5ms 
50 m x 0.25 mm ID; df 0.1 μm 
Temp.: 140-320 °C (10 °C/min) 

 


